The BZB-DA-14 is a 4k HDMI 2.0 1x4 splitter. Supporting resolutions up to 4K2K@60Hz (4:4:4), this device simultaneously routes one HDMI source to four HDMI displays at speeds up to 18Gbps. This HDCP2.2 compliant unit also supports 3D video formats up to 4K2K@30Hz as well as high resolution VESA mode video formats up to QSXGA@60Hz. The smart EDID control eliminates any potential connectivity issues.

Supporting multi-channel audio formats including LPCM 7.1CH, Dolby TrueHD and DTS Master Audio, this device can be connected to an audio amplifier or A/V receiver for amazing sound quality.

FEATURES

- Supports resolutions up to 4K2K@60Hz 4:4:4
- Supports LPCM 7.1CH, Dolby TrueHD, DTS-HD
- Smart EDID - Eliminates connectivity issues
- 18Gbps transfer rate
- Supports up to 4 displays
- HDMI 2.0b, HDCP 2.2 compliant
- Supports 3D frame sequential video format up to 4K2K@30Hz
- Supports high resolution VESA mode video format up to QSXGA@60Hz
Specifications

Video Bandwidth: 600MHz/18Gbps
Input Ports: 1xHDMI Type A [19-pin female]
Output Ports: 4xHDMI Type A [19-pin female]
Output Resolution: 480i - 1080p@50/60, 4Kx2K@24/30, 4k2k@60Hz
ESD Protection: Human Body model: 38kV (Air-gap discharge), 34kV (Contact discharge)
Power Supply: 5V/1A DC (US/EU standards,CE/FCC/UL certified)
Dimensions: 2.5” (W) x 6.4” (D) x 0.6” (H) [63mm (W) x 163mm (D) x 16mm (H)]
Weight: 0.57lbs [260g]
Chassis Material: Metal
Silkscreen Color: Black
Operating Temperature: 32°F - 104°F / 0°C - 40°C
Storage Temperature: -4°F - 140°F / -20°C - 60°C
Relative Humidity: 20-90% RH (non-condensing)
Power Consumption: 2W

Industry-Leading Warranty & Support

BZBGEAR Pro AV products and Cameras come with a three-year warranty. An extended two-year warranty is available for our Cameras upon registration for a total of five years.

We pride ourselves in our Customer Service and seven-days-a-week Tech Support.